
BCLL540
Color Box Day/Night Camera 540 lines
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       AGC - Auto Gain Control    
BLC - Back Light Compensation 

       

Integrated 20 bit digital signal processing chip.
Auto high speed white balance zero color rolling.
Digital AGC control - Provides clear image in low 

       light conditions.
Auto Exposure (AE) - Auto adjustment to any light

       source condition.
   Auto Gamma correction - Provides good picture 

      quality in extreme contrast.

Pick up Device

TV System                                                                          PAL                 NTSC

Resolution                                                                                  540 TVL

Sensitivity                                                0.01Lux at F1.2 color/0.0001Lux b/w sense-up

SYNC System
Minimum Illumination

Resolution

S/N Ratio                                                                      More than 50 dB, (AGC O�)

White Balance
Auto Iris

Video Output                                                                       1 Vpp, BNC x1

Auto Gamma Correction
Gain Control

Operating Temperature

Operating Humidity

Power Supply

Power Consumption                                                                 80mA

1/3” Super HAD CCD

1/60~1/120,000 sec
681 (H) x 512 (V)

1/3-inch. Sony inline CCD Image Sensor

SPECIFICATIONS:

.5 LUX

Weight                                                                                     400g (4.5oz.)

Better than 52 db (AGC O�) Typical 60 db
Auto high speed white balance (1 frame)

A.E.S.

1.0Vp-p composite video @75 ohm
.45
AGC

-100  C to 500 C / 140 F to 1220F

95% RH*
  12/24 VDC Dual Voltage

Switch Settings:

Electronic Shutter
ALC – Use ALC when using motorized-zoom lens.  
ELC – Use when using auto iris or fixed iris lens. 

Back Light Compensation
When camera is pointing towards windows / doorways setting 
should be set on off. Indoor installation should be set on BLC.

Auto Gain Control
Off = Set to off in total darkness. 
AGC = Set to AGC in low / standard lighting.

Horizontal Mirror
Off = Standard viewing. 
MIRR = Reverses the direction image horizontally.

White Balance
ATW = Set to ATW to turn on low light sensing. 
AWC = Disable white balance function.

with a temperature exceeding 50ºC. 

                                               Video 
                                                 Out 

                                                NEG - 

                                       POS + AC24V / 12VDC 

DNR Function Digital noise reduction


